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QS/QS-A/-ASS Loadcell

Keli Electric Manufacturing(Ningbeo)Co.,Ltd.

QS/QS-A/-ASS
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Truck scale, railway scale,blending scale and special scale

TECHNICAL PARAMETER)| swires exc+(Red) xc-Biack)sigs(Green) sig-twhite)

Rated capacities{Emax) 5,10,15,20,25,30,40,501 Temparature rangs, compensated -10C-+40C

Sensitivity 2.0£0.002mV/V Temperalure range, operating -30~+70°C

Accuracy class C1-C5 Maximum safe overload 150,120(40~50t)%F.5
Uttimata overload 300,200(40~50t)3:F.5

Zero balance +1%F.S Excitation,recommended 10~12V DC

TC ZERO +0.02%F.510°C Excitation,maximum 15V DC

TC SPAN +0.02%F.SM0°C Pratection class IPE7(5t),IP68(10~50t)

Input resistance 750100 Construction Alloy Steel Stainless Steel

Cutput resistance 702+ 30 . 703+50(L=15m) Cable Length=L:5.2m(5t),8m{10t),10m{15t), 10/12m{20t);

Insulation resistance =5000M 0 12M15m(25t),12/116m{30t), 16m(40~50t) Diameter: ® 6mm
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