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DEE/DEF-A/-SS/-ASS Loadcell

OIML
Rated Load(kg) D L H B
100~750 M12 a1 76.2 19.1
1000 M2 51 76.2 254
1200~5000 |M2x15| 76.2 | 1004 | 31.8
100~100kg 1.2~5t
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Crane scale,belt scale, blending system
TECH N I CAL PARAM ETE R | 4Wires Exc+{Red).Exc-(Black) Sig+{Green). Sig-{White)
Rated capacities{Emax) 100,150,200,250,300,500,750kg,1,1.2,1.52 3.5 Temparalure range, compensated -10C—+40T
Sensitivity 20£0003m\VVIDEE)3.0£0.003mVIVIDEF) Temperature range, operating -30—+70°C
Accuracy class C2-C5 Maximum safe overload 120%F.S
URlimate overload 150%F.5
Zero balance *+1%F.S Excitation, recommended 10-12V DC
TC ZERO +0.02%F.810°C Excitation,maximum 15V DC
TC SPAN +0.02%F.510°C Protection class P65 (100~1000kg
Input resistance 400200 Construction Alloy Steel, Stainless Steeal
Output resistance 35230 Cable Langth:5m
Insulation resistance =5000M O Diameter: ¢ Smm
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